
 

 

 

PRO 50% VCS-2 
 

 

➢ DESCRIPTION 
 

Direct use antifreeze formulated based on ethylene glycol and a 

package of special inhibitors (X-OAT technology and 2EH acid free). 

Specially designed for heavy vehicles, trucks, buses and heavy 

machinery. 

Free of added nitrites, amines, phosphates and silicates. Its 

composition significantly reduces oxidation and prevents corrosion. 

This product is specially designed for VOLVO vehicles, specifically 

in those vehicles that require refrigerants of the VOLVO VCS-2 type. 

 

➢ FEATURES 
 

• Corrosion protection  

• High oxidation stability 

• Does not attack plastics, gaskets or elastomers of the refrigeration 
system 

• Anticavitation 

➢ PHYSICO-CHEMICAL CHARACTERISTICS 
 

APPEARANCE LIQUID 

COLOR ORANGE 

ODOR CHARACTERISTIC 

pH at 20ºC 7,5 - 9,5 

DENSITY at 20ºC 1,100 +/- 1,150 g/cm3 

SOLUBILITY IN WATER 100% SOLUBLE 

FLASH POINT NOT APPLICABLE 

FREEZING POINT -36ºC  +/- 1ºC 

BOILING POINT +145ºC 



 

 

➢ SPECIFICATIONS 
 

ASTM D3306-20 
ASTM D6210-17 
UNE 26-361-88/1 
JIS K2234-2018 
GB 27943.1-2022 
Volvo AB- Mack VCS-2 
Volvo AB - Renault Trucks VCS-2 
Volvo AB - Volvo Bus VCS-2 
Volvo AB- Volvo Construction VCS-2 
Volvo AB- Volvo Penta VCS-2 Volvo AB- Volvo Trucks VCS-2 
Caterpillar - Caterpillar Motoren GCM34 
CNH Industrial Case New Holland MAT 3624 
CNH Industrial Case New Holland MAT 3724 
Daimler Trucks & Buses Detroit DFS93K217 
Daimler Trucks & Buses Evobus 
Daimler Trucks & BusesFreightliner 
Deutz - DQC CB-14  
Komatsu- 07.892 (2017) 

 

➢ USAGE 
 

Suitable for all brands and types of vehicles.  

Applicable to all cooling circuits. 

PROQUISUR does not recommend mixing this product with other 
refrigerants, as this could cause a drop in quality level. 

 

➢ PRESENTATION 
 
 

Containers available 1L, 5L, 20L, 60L, 200L and 1000L. 

 


