
 

 

PROBLUE 
 

➢ DESCRIPTION 
 

  Problue is an aqueous solution of 32.5% urea, recommended for the process 
of decontamination of exhaust gases, which contribute to the greenhouse effect, 
transforming these Nitrogen Oxides (NOx) into natural compounds for the 
atmosphere, thanks to SCR technology. 

 
❖ Problue can be used in all vehicles equipped with SCR technology 
❖ Do not mix or add to the fuel tank 
❖ Meets the requirements of the European Euro 6 standard 

➢ PHYSICO-CHEMICAL CHARACTERISTICS 
 

ASPECT LIQUID 

COLOUR TRANSPARENT/COLORLESS 

SMELL CHARACTERISTIC  

UREA CONTENT 32,5% 

DENSITY at 20ºC 1,0-1,1 

 

➢ CONSERVATION 
 

❖ The storage location and other materials that come into contact with the 
product must be made of stainless steel or plastic that complies with ISO 
22241.  

❖ The shelf life of this product is 12 months. To do this, the recommended 
storage temperature conditions must be followed and that it is indoors and in 
unopened containers. 

❖ Problue is a product classified as non-hazardous under current regulations. 

 

➢ PRESENTATION 
 

Containers available 5L, 10L, 25L, 60L, 204L and 1000L. 
 
 
 

 


