
 

 

DIMASYNT 0W20 VCC 

DESCRIPTION 

Premium quality 100% synthetic lubricant that offers excellent cold start characteristics and 

optimal wear protection. This product is recommended for the lubrication of Volvo Drive-E 

engines, when the manufacturer recommends the use of an approved Volvo VCC RBS0-2AE 

and SAE 0W-20 lubricant. It has exceptional fuel economy properties 

 
❖ Reduction of environmental impact 

❖ It has detergent additives and dispersants that keep the engine organs in an excellent 

state of cleanliness  

❖ Easy cold starting, even at very low temperatures 

❖ Reduces friction  

 

PHYSICO-CHEMICAL PROPERTIES 

 

TYPE OF ANALYSIS 

 

METHOD 

 

RESULTS 

SAE Grade SAE J 300 0W20 

Viscosity at 40ºC, cst ASTM D-445 >40 

Viscosity at 100ºC, cst ASTM D-445 6,9-9,3 

Viscosity Index ASTM D-2270 >160 

Freezing Point min, ºC ASTM D-97 -42ºC 

Flash Point min, ºC ASTM D-92 >190ºC 

TBN mgKOH/g ASTM D-2896 ≥7.0 

Sulphated ash, % wt ASTM D-874 0,78 

 
 

SPECS 

API SP 
ACEA C5 
VOLVO CAR CORPORATION VCC RBS0-2AE (Approved under VOLVO CAR CORPORATION) 
 

 



 

 

PRESENTATION 

Available Packaging 1L, 4L, 5L, 25L, 60L, 204L y 1000L 


