DESCRIPTION

High-quality, long-lasting synthetic multigrade lubricant. High-performance oil for heavy

diesel vehicles including high-power units.

Long-lasting lubricant in service and high quality.
Long-lasting lubricant.
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Keeps carbonaceous particles in suspension

PHYSICO-CHEMICAL PROPERTIES

TYPE OF ANALYSIS METHOD

Anti-wear and anti-corrosive qualities, detergent, dispersant.

RESULTS
SAE Grade ~ ==ee- 15W30 E7
Density at 15°C, Kg/L ASTM D-1743 0,880
Viscosity at 40°C, cst ASTM D-445 90
Viscosity at 100°C, cst ASTM D-445 12-12,5
TBN, mg KOH/g ASTM D-2896 10
Min. Viscosity Index ASTM D-2270 130
Freeze point, °C ASTM D-97 -30°C
Flash point, min, °C ASTM D-92 >220°C
SPECS
API Cl-4
ACEA E7-12

ACEA A3/B4-12

MB 228.3, MB 229.1

MAN M 271, MAN 3275-1
VOLVO VDS- 3

IVECO PEGASO

MACK EO-L PLUS

CAT TO-2

MTU Typel

ALLISON C4

RENAULT TRUCKS RLD-2

PROQUISUR

PRO arlo

Los valores de caracteristicas tipicas que figuran en el cuadro son valores medios dados a titulo indicativo y no constituyen una garantia.

Estos valores pueden ser modificados sin previo aviso.
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AUTOMOTIVE CHEM]

DETROIT DIESEL DDC 93K215
DEUTZ DQC I1I-10

PRESENTATION

Avaliable Packaging 5L, 251, 60L, 204L y T000L
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Los valores de caracteristicas tipicas que figuran en el cuadro son valores medios dados a titulo indicativo y no constituyen una garantia.
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