
 

 

CLASS 5W20 3977 FULL SYNT 

DESCRIPTION 

High-performance, state-of-the-art engine oil specially developed for MAN Euro VI-d engines.  It has a low ash 

content that protects after-treatment systems such as particulate filters, exhaust gas recirculation systems and 

catalytic converters, and promotes reliable operation throughout the service life.   

5W20 3977 is not compatible with previous MAN approvals and is therefore not suitable for older 

engines.Mantenimiento del aceite a unos niveles óptimos de viscosidad, ofreciendo una excelente lubricación para 

prevenir averías. 

 It offers excellent protection against oxidation and wear.  

 Excellent fuel economy thanks to low viscosity.  

 Increased fluid film strength when subjected to severe mechanical stress to allow for longer motor 

life.  

 Lengthens intervals between oil changes and engine life  

 Effectively combats carbon build-up, which is essential to prevent loss of vehicle power.  

 Exceptional viscosity at low temperature for better lubrication during start-up. 

PHYSICO-CHEMICAL PROPERTIES 

TYPE OF ANALYSIS METHOD RESULTS 

Grade SAE SAE J 300 5W20 

Density at 15ºC Kg/L ASTM D-1743 0,860-0,867 

Viscosity at 100ºC, cst ASTM D-445 6,9-9,3 

TBN,  mgKOH/g ASTM D-2896 >9 

Viscosity index mín. ASTM D-2270 >140 

Freezing point, ºC ASTM D-97 -38ºC 

Flash point, mín, ºC ASTM D-92 >220ºC 

 

 

SPECIFCATIONS 

MAN 3977 

SCANIA LDF-5 



 

 

 

PRESENTATION 

Avaliable packaging 5L, 25L, 60L, 204L y 1000L 

 

 

 

 


