
 

 

DIMATRACT 10W30 UTTO 

DESCRIPTION 

Versatile state-of-the-art hydraulic lubricating oil for hydraulic systems, wet 
mechanical transmissions and tractor gears. Do not use as engine oil. Special fluid for 
John Deere machines. 

1. High viscosity index 
2. Excellent extreme pressure level 
3. Very good antioxidant, anti-corrosive, anti-moss and anti-wear qualities 
4. Eliminates vibration and promotes optimal brake operation, avoiding noise 

PHYSICOCHEMICAL PROPERTIES 

 

TYPE D'ANALYSE 

 

METHOD    

 

                   RESULTS 

Degree  ISO 3448 Standards 10W30 J20 UTTO 

Viscosity at 40ºC, cst ASTM D-445 >55 

Viscosity at 100ºC, cst ASTM D-445 9,3-12,5 

TBN mg KOH/g ASTM D-2896 >6,5 

Min. viscosity index ASTM D-2270 >130 

Freezing Point, °C  ASTM D-97 -30ºC 

Flash Point, ºC ASTM D-92 210 °C 

 

SPECIFICATIONS 

API GL-4 
JOHN DEERE JDM  J20 C/D 
CASE NEW HOLLAND: MAT 3525 (134-D FLUID, MULTI-G, MULTI-G 134), MAT 3526, ESN 
M2C86B.C 
CASE NEW HOLLAND: MAT 3505, MAT 3540 
AGCO MASSEY-FERGUSON: M-1145, WHITE Q-1826 
VOLVO: VCE 1273.03, WB-101, WB-102 
EATON VICKERS 
ZF TE-ML-03E/03F/05F/06E/06F/06K/17E/21F 
ALLISON C-4 
CARTERPILLAR 
KUBOTA UDT, SUPER UDT, SUPER UDT2 
JCMAS HK P-041, P-042  
PARKER (DENISON) HF-0, HF-1, HF-2                                                                                                                                            



 

 

 

PRESENTATION 

Packaging available 5L, 25L, 60L, 204L y 1000L 
 
 
 
 


