
 

 

DIMAHID HLP 68 HV 

DESCRIPTION 

 High-quality microfiltered hydraulic fluid, specially formulated to work in systems 

operating at high pressures and in a wide temperature range (HV). It is made with highly 

refined paraffinic oils to which the necessary additivation has been incorporated to 

comply with all its properties. 

❖ High resistance to oxidation and aging, prolonging the oil change interval 
❖ Excellent anti-wear properties 
❖ Maximum demulsibility with water 
❖ High deaeration capacity 
❖ Excellent defoaming power 
❖ Excellent filtering capacity 

 

USE 

 All types of hydraulic systems, hydraulic transmissions, drive cylinders that operate 
under very demanding conditions, with significant temperature variations. Presses, 
cylinders operating in very severe conditions, cranes, booms, hydraulic transmissions, 
agricultural machinery, hydraulic couplings, etc. It can be mixed with other oils of the 
same nature. 

PHYSICO-CHEMICAL PROPERTIES 

 

TYPE OF ANALYSIS 

 

METHOD 

 

RESULTS 

ISO VG Grade ISO 3448 68 HV 

Viscosity at 40ºC, cst ASTM D-445 61.2-74.8 

Density 15ºC ASTM D-1298 0,850-0,885 

Min. viscosity index ASTM D-2270 >140 

Freezing Point, ºC  ASTM D-97 -28ºC 

Flash Point, ºC  ASTM D-92 >200ºC 

Cu corrosion test, 3h 
100ºC 

          ASTM D130     1A  

Foams Sec. I, II, III training, 
mL 

          ASTM D892        50/65/50  

Foams Sec. I, II, III 
stability, mL 

             ASTM D892        0/0/0  

 

 



 

 

SPECS 

DIN 51524/3 CLASSIFICATION (HVLP) 

ISO VG 68 

ISO 6743/4 (HVLP) 
ISO 11158 (HVLP) 
CINCINNATI MACHINE P-68 (ISO 32), P-69 (ISO 68), P-70 (ISO 46) 
US Steel 127, 136 
DENISON HF-0, HF-1, HF-2 
EATON VICKERS I-286-S M-2950-S 
AFNOR NF E 48-603 HV 
FILTRABILITY ISO (Dry&Wet) 
 
 
 

PRESENTATION 

Packaging availables 5L, 25L, 60L, 204L y 1000L 
 
 
 
 


