
 

 

DICAT SAE 10 

DESCRIPTION 

High quality hydraulic lubricant, to meet the requirements of the CARTERPILLAR TO-
4 specification. Especially recommended in transmissions, torque converters, transfer 
cases and gearboxes. 

1.  High oxidation stability  
2. High resistance to foaming 
3.  Excellent protection against corrosion and rust  
4. High load resistance capacity, preventing metal-to-metal contact  
5. Prevents seal damage  
6. Prevents oil degradation at high temperatures  
7. Good anti-wear and extreme pressure properties 

PHYSICO-CHEMICAL PROPERTIES 

 

TYPE D’ANALYSE 
METHOD RESULTS 

SAE Class  10 

Viscosity at 40ºC, cst ASTM D-445 28,8-35,2 

Viscosity at 100ºC, cst ASTM D-445 5-6,5 

Density 15ºC ASTM D-1298 0,845-0,886 

Min. viscosity index ASTM D-2270 95 

Freezing, ºC ASTM D-97 -27ºC 

Point d’inflammation, ºC ASTM D-92 200-220ºC 

 

SPECIFICATIONS 

 
API CF/CF-2 

Caterpillar TO-4  
Caterpillar TO-4M  
Caterpillar TO-2 
Allison C-4 
Komatsu Micro- Clutch 

 

 



 

 

USAGE 

SAE 10 and can be used in construction machinery. 

 

PRESENTATION 

Available packaging 5L, 25L, 60L, 204L y 1000L 
 
 
 
 


