
 

 

DIMAHID HLP 46-68 HV LOW 

DESCRIPTION  

 High-performance microfiltered hydraulic fluid with no ashes (it does not contain zinc) for hydraulic 

systems that operate at high pressures and in a wide range of temperatures (HV). Due to its thorough balancing 

of anti-wearing agents and corrosion inhibitors, it can be used in diverse circulation systems such as gear 

hydraulic systems and some compressors where it is required an oil with these characteristics.  

 

❖ Anti-wearing properties, securing the mechanic protection of the machine.  

❖ Rust resistance and thermal stability: maximum lifetime service of the oil and higher space between them.  

❖ Excellent filterability with or without the presence of water.  

❖ Excellent air-removing capability.  

❖ Good anti-foam properties, preventing pressure losses and cavitation phenomena.  

❖ It does not contain heavy metals nor zinc, not contributing to the accumulation in the environment.  

❖ Protection from aging.  
 
 

PHYSICAL-CHEMICAL PROPERTIES 

 

ANALYSIS TYPE 

 

METHOD 

 

RESULTS 

ISO VG Degree ISO 3448 46      68  

Viscosity at 40ºC, cst ASTM D-445 41.4-50.6     61,2-74,8 

Density 15ºC ASTM D-1298 0,855-0,880    0,875-0,895 

Viscosity Index mín. ASTM D-2270 >150 >150 

Freezing Point, ºC ASTM D-97 -33ºC   -28ºC 

Combustion Point mín, ºC ASTM D-92 >200ºC    >200ºC 

Corrosion Test Cu, 3h 100ºC             ASTM D130  1A                        1A  

Foams Sec. I, II, III 

accumulation, mL 

            ASTM D892            50/65/50                    50/65/50  

Foams Sec. I, II, III stability, mL            ASTM D892               0/0/0                       0/0/0  

 

 

 

 



 

 

SPECIFICATIONS  

DIN 51524 PART 3 (HVLP) 

ISO 6743/4 (HVLP) 

ISO 11158 (HVLP) 

ISO VG 68 

Denison HF-0/HF-1/HF-2 

Eaton Vickers I-286-S, M-2950-S, 

AFNOR NF E 48-603 (HM), U.S. Steel 127, 136 

Cincinnati Machine P-68, P-69 and P-70 

General Motors LH-04-1, LH-06-1, LH-15-1 

FILTERABILITY ISO (Dry&Wet) 

 

PRESENTATION 

Available containers 5L, 25L, 60L, 204L and 1000L 

 

 

 

 


