
 

 

DIMAIR SYNT 32/46/68/100 

DESCRIPTION 

 100% synthetic lubricant specifically designed for use in rotary and screw compressors combined with 

evaporator temperatures. Its formulation based on polyalphaolefins (PAO) allows it to reach very low 

freezing points, being able to use it in systems where the evaporator temperature is very low. Its 

formulation incorporates new additives to protect against wear, rust and oxidation. It incorporates a 

package of detergent additives to keep the compressor clean, a particularly important quality in rotary 

compressors. Likewise, as they are formulated with 100% synthetic bases and PAO, their changeover 

period is up to 6000 hours of work.  

 Increased valve cleaning period  

 Reduced wear on cylinders and rings  

 Reduced oil consumption due to exceptional thermal stability  

 Minimal foaming and carbonaceous residues  

 Protection against corrosion and oxidation 

PHYSICO-CHEMICAL PROPERTIES 

 

 

SPECIFICATIONS 

ISO 6473-3 (DAB/DAC/DAH/DAJ) 

DIN 51506 VDL 

 

PRESENTATION 

TYPE OF ANALYSIS METHOD RESULTATS 

Grade ISO VG  32 46 68 100 

Viscosity at 40ºC, cst ASTM D-445 28.8-35.2 42-50 62-74 90-110 

Viscosity at  100ºC, cst ASTM D-445 5,5-6.2 6,6-6,8 8,5-8,8 13,5-14,8 

Test FZG, stage  11 11 11 11 

Density at 15ºC ASTM D-1298 0,85-0,88 0,85-0,88 0,85-0,88 0,85-0,88 

Freezing point min, ºC ASTM D-97 -18ºC -18ºC -18ºC -18ºC 

Flash point min, ºC ASTM D-92 >225ºC >230ºC >240ºC >240ºC 



 

 

Avaliable packaging 25L, 60L, 204L, 1000L 

 


