
 

 

DIMAIR ISO 32/46/68/100  

DESCRIPTION 

 Monograde lubricant for rotary air compressor engines incorporating new 

additives to protect against wear, rust and oxidation. It incorporates a package of 

detergent additives to keep the compressor clean. Grades 68 and 100 (ISO 6743/3) 

are recommended for DIN 51506 VDL reciprocating piston compressors. 

1. Increased valve cleaning period 

2. Reduced wear on cylinders and rings 

3. Reduced oil consumption due to exceptional thermal stability 

4. Suitable for those cases in which a single type of engine oil is desired 

PHYSICO-CHEMICAL PROPERTIES 

TYPE OF ANALYSIS METHOD VALUES 

Viscosity at 40ºC, cst ASTM D-445 100-110 

Viscosity at 100ºC, cst ASTM D-445 12-14,8 

Viscosity Index ASTM D-2270 100 

TEST FZG, stages  11 

Density at 15ºC ASTM D-1298 0,85-0,89 

Freezing point min, ºC ASTM D-97 -15ºC 

Boiling point min, ºC ASTM D-92 235ºC 

 

SPECS 

ISO 6473-3 (DAA/DAB/DAG/DAH) 

DIN 51506 VBL 

 

PRESENTATION 

Available Packaging 25L, 60L, 204L, 1000L 
 


