
 

 

TURBINE LUBRICANT DIMATURB FULL SYNT 

32/46/68/100 

DESCRIPTION 

 Our range of lubricants for FULL SYNT TURBINES has been developed with polyalphaolefins (PAO) 

and additives perfectly selected to meet R&O characteristics against rust and corrosion providing excellent 

oxidation stability, demulsibility and antifoaming properties, which give it properties for multiple applications. 

They are designed for the lubrication of steam, gas and hydraulic turbines.  

 Formulated to minimize the formation of varnishes and sludge, extending the life of the oil and filter  

 Achieves rapid water separation and helps keep the water content in the oil to a minimum  

 Promotes protection against corrosion and rust, as it is formulated with zinc-free additives  

 Formulated to stop the formation of foams  

 Good performance at high temperatures and low pour point at low temperatures 

 

PHYSICO-CHEMICAL PROPERTIES 

TYPE OF ANALYSIS METHOD RESULTS 

GRADE ISO VG  32 46 68 

Viscosity at 40ºC cst ASTM D445 29,0-35,2 41,4-50,6 61,2-74,8 

Viscosity at 100ºC cst ASTM D445 5,0-6,0 6,0-8,0 8,0-10,0 

Density 15ºC ASTM D1298 0,85 - 0,86 0,86-0,87 0,86-0,88 

Viscosity index mín. ASTM D2270 >130 >130 >137 

Freezing point, ºC ASTM D97 -59ºC -55ºC -50ºC 

Corrosion test Cu, 3h 100ºC ASTM D130 1A 1A 1A 

Foams Sec. I, II, III formation, 
mL 

ASTM D892           50/65/50 50/65/50 50/65/50 

Foams Sec. I, II, III 
stability,mL 

ASTM D892 0/0/0 0/0/0 0/0/0 

 

 

PROPERTIES AND CHARACTERISTICS 

General Electric Company GEK 32568 H GEK 101941A GEK 107395 A GEK 28143 A GEK 46506 E 



 

 

DIN 51 524 Part 1 (HL)  

DIN 51 515 Part 1 (L-TD)  

DIN 51 515 Part 2 (L-TG)  

British Standard 489 (CIGRE) 

MIL-L-17672 D  

Cincinnati Machine P-38, P-54, P-55, P-57, P-52  

AFNOR NF E-48603  

Siemens AG TLV 9013  

Mitsubishi Heavy Industries E00-87182  

 

 

PRESENTATION 

Avaliable packaging 25L, 60L, 204L, 1000L 

 

 

 

 


