
 

 

BASIC 20W50 

DESCRIPTION 

Mineral multigrade lubricant for aspirated or supercharged gasoline and diesel engines, working even in 

severe working conditions. Recommended in professional transport fleets, goods, passengers, earthmoving 

machinery and agricultural fleets. 

  Good detergent and dispersant properties which facilitates engine cleaning 

  Excellent anti-wear properties that minimize friction 

  Being a multigrade lubricant facilitates cold start 

  Specific additivation that offers high protection against corrosión 

PHYSICAL-CHEMICAL PROPERTIES 

 

TYPE OF ANALYSIS 

 

METHOD 

 

RESULTS 

Grade SAE SAE J 300 20W50  

Density at 15ºC, Kg/L ASTM D-1743 0,870-0,890 

Viscosity at 40ºC, cst ASTM D-445 >150 

Viscosity at 100ºC, cst ASTM D-445 16,3-21,9 

TBN,  mg KOH/g ASTM D-2896 >8,5 

Viscosity index mín. ASTM D-2270 120 

Freezing point, ºC ASTM D-97 -21ºC 

Flash point, mín, ºC ASTM D-92 >215ºC 

 

SPECIFICATIONS        

ACEA E2, A2, B2  

API CH-4/SJ 

DAIMLER MB 228.1 

MACK EO-M 

MAN 271 

MTU Type 1 
Volvo VDS 

 

 

 



 

 

 

PRESENTATION 

Available packaging 5L, 25L, 60L, 204L y 1000L 

 

 

 

 


