
 

 

DIMATRACT  10W30 STOU 

DESCRIPTION  

Multifunctional lubricant of advanced technology, specially designed to lubricate diesel or gasoline 

engines, especially indicated for all types of agricultural machinery, in its lubrication in engines, gearboxes, 

differentials, reducers, rear axles, transmitters, hydrostatic steering, hydraulic systems and brakes in oil bath. 

 

 John Deere Specialty Machinery Fluid 

  High viscosity index 

  Excellent extreme pressure level 

  Very good antioxidant, anti-corrosive, anti-foaming and anti-wear qualities 

  Eliminates vibrations and favors the optimal operation of the brakes, avoiding noise 
 

PHYSICAL-CHEMICAL PROPERTIES 

TYPE OF ANALYSIS METHOD  RESULTS 

Grade SAE ISO 3448 10W30 J20 STOU 

Viscosity at 40ºC, cst ASTM D-445 >55 

Viscosity at 100ºC, cst ASTM D-445 9,3-12,5 

TBN mg KOH/g ASTM D-2896 >10 

Viscosity index mín. ASTM D-2270 >135 

Freezing point, ºC ASTM D-97 -30ºC 

Flash point min, ºC ASTM D-92 >210ºC 

 

ESPECIFICATIONS 

API CG-4/SF GL-4 

ACEA E3 

JOHN DEERE J27/J20C 

FORD M2C 159-B 

Massey Ferguson CMS 1145, 1144, 1139 

ZF TE ML 06A/B/C/D, 07B 

Allison C-4 

Caterpillar TO-2 

MIL-L-2104D 

MB 227.1/228.1/ 228.3 

MAN 271 

 



 

 

PRESENTATION 

Avaliable packaging 5L, 25L, 60L, 204L y 1000L 

 

 

 

 


