
 

 

DIMABIKE 4T 10W40 

DESCRIPTION 

Multigrade lubricant formulated with synthetic technology, especially recommended for 4-stroke motorcycles and 

scooters, of any displacement that need. An excellent combination of engine protection and optimal friction, 

allowing to obtain the best performance in any type of driving. 

 

 The JASO MA2 approval indicates an excellent response in the joint lubrication of the transmission 

and wet clutch, obtaining a perfect balance between protection and response time of the motorcycle 
 Destinated for all modern motorcycle engines that recommend a JASO or API oil 

 Excellent cleaning and protection of all engine and transmission parts 

 Due to its adequate viscosity, it ensures perfect lubrication from the moment of start-up and during the 

most severe conditions of use, both in urban and road service 

 The JASO MA2 level indicates higher and better friction levels, both static and dynamic, than the 

JASO MA1 level, allowing the full power of the engine to be used more effectively from the first 

moment 
 

PHYSICAL AND CHEMICAL PROPERTIES 

 

TYPE OF ANALYSIS 

 

METHOD 

 

RESULTS 

Density at 15ºC ASTM D-1298 0,87-0,90 

Viscosity at 40ºC, cst ASTM D-445 95-100 

Viscosity at 100ºC, cst ASTM D-445 12,5-16,3 

Freezing point min, ºC ASTM D-97 -30ºC 

Flash point min, ºC ASTM D-92 210ºC 

Base Number, mg KOH/g ASTM D-2896 7,5 

Viscosity index ASTM D-2270 >150 

 

EXCEEDED SPECIFICATIONS 

API SN 

JASO MA2 

 

PRESENTATION 

Available packaging 125 ML, 1 L, 5L, 25L, 60L, 204L y 1000L 


