
 

 

DIMABIKE 4T 15W50 

DESCRIPTION 

It is the ideal synthetic lubricant for very high-performance 4-stroke engines. Its formula 
guarantees maximum protection for all engine components, with a special emphasis on the 
clutch and gearbox. Its effectiveness is reflected in the lower friction of the engine 
components, always maintaining maximum power. They have been tested in competitions of 
the highest national and international level with prepared and standard motorcycles in 
extreme conditions. Valid on the road as well as on the circuit. 
 

 Perfect control of clutch disc slip and gearbox protection in the joint lubrication 
systems of the engine and wet clutch 

 The bases and additives used minimize wear, increasing the useful life of the engine 
 Excellent thermal stability allowing less oil degradation and increased engine 

efficiency 
 Minimum oil consumption thanks to the reduced volatility of the components used in 

the formulation 
 

PHYSICAL AND CHEMICAL PROPERTIES 

 
TYPE OF ANALYSIS 

 
METHOD 

 
RESULTS 

Density at 15ºC ASTM D-1298 0,85-0,87 

Viscosity at 40ºC, cst ASTM D-445 >120 

Viscosity at 100ºC, cst ASTM D-445 16,3-21,9 

Freezing point min, ºC ASTM D-97 -30ºC 

Flash point min, ºC ASTM D-92 230ºC 

Base Number, mg KOH/g ASTM D-2896 7,5 

Viscosity index ASTM D-2270 >120 

 

EXCEEDED SPECIFICATIONS 

JASO SL 
JASO MA2 

 

PRESENTATION 

Available packaging 125 ML, 1 L, 5L, 25L, 60L, 204L y 1000L 


