DESCRIPTION

Lubricating oil with refined bases specially designed for 4-stroke gasoline motorcycles
that carry out most of their activity in urban environments. Its additives provide a longer life
in these types of working conditions.

X3

o

Prevents the formation of lacquers and varnishes thanks to its dispersant additives
Its viscosity degree guarantees perfect behavior in hot environments

/ts detergency provides a correct cleaning of the piston

Maintains adequate pressure and temperature under all service conditions
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PHYSICAL AND CHEMICAL PROPERTIES

TYPE OF ANALYSIS METHOD RESULTS
Density at 15°C ASTM D-1298 0,88-0,89
Viscosity at 40°C, cst ASTM D-445 >150
Viscosity at 100°C, cst ASTM D-445 16,3-21,9
Freezing point min, °C ASTM D-97 -24°C
Flash point min, °C ASTM D-92 240°C
Base Number, mg KOH/g ASTM D-2896 >6,5
Viscosity index ASTM D-2270 120

EXCEEDED SPECIFICATIONS

JASO SL
JASO MA2

PRESENTATION

Available packaging 125 ML, 1L, 5L, 25L, 60L, 204L y T000L

PROQUISUR PRO arlo

Los valores de caracteristicas tipicas que figuran en el cuadro son valores medios dados a titulo indicativo y no constituyen una garantia.
Estos valores pueden ser modificados sin previo aviso.
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