DESCRIPTION

High quality biodegradable synthetic hydraulic fluid, formulated with synthetic ester bases, ideal for
hydraulic systems, with additives that provide properties resistant to rust, anti-wearing and thermal stability. It
is designed for systems that require hydraulic fluids with a high thermal stability and good lubricating
properties.

% Stable and high viscosity index.

< Excellent wearing resistance.

< Excellent resistance against rust and corrosion.

« Excellent anti-wearing property.

< It does not affect synthetic joints.

¢ Low fluidity and freezing point.

«» Low tendency to foam accumulation.

< Excellent filtering.

% Good demulsionating power, in case of an accidental water entrance.

PHYSICAL-CHEMICAL PROPERTIES

ISO DEGREE 1SO 46 68
Density at 15°C ASTM D-4052 0,85-0,86 0,86-0,87
Viscosity at 40°C, cst ASTM D-445 41.4-50.6 61.2-74.8
Viscosity at 100°C, cst ASTM D-445 8-9 9-10
Viscosity Index min. ASTM D-2270 >140 >140
Freezing Ponit, °C ASTM D-97 -35°C -35°C
Combustion Point, °C ASTM D-92 >250°C >250°C
USAGE

Due to its high biodegradation and its low toxicity, it is recommended its use in sensitive environmental
areas; water, forests, maritime applications, purifying, machinery used in forests, purifying systems, etc. It is a

fluid mainly directed to replacing mineral hydraulics, it is recommended to subject these systems to a deep
cleaning process.
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" DIMASOIL

AUTOMOTIVE CHEMICAL FLUIDS

SPECIFICATIONS

DIN 51524 part 1/2/3

ISO 15380 HEES

PARKER DENISON HF-1, HF-2, HF-6.
VDMA 24568

VDMA 24570

EU Ecolabel

PRESENTATION

Available containers 5L, 25L, 60L, 204L and 1000L
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